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TAPS™ Pallet Jack Charger
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Purkeys’ Trailer Auxiliary Power System (TAPS)™ provides reliable AC power 
for commercial trailers. It allows drivers to power tools and equipment, such 
as electric pallet jacks, while on their routes rather than having to return to the 
warehouse or unload by hand. 

Featuring a pure sine wave output, the TAPS creates an easy solution to power 
needs in the back of the trailer.  

For features and bene�ts see page 4. 

�e the graph below, the inverter will function at 100% duty cycle in the area under the line. In the area above the line, the 
inverter will run a reduced duty cycle—the further from the line in either temperature or output wattage, the more reduced 
the duty cycle will be.

Trailer Auxiliary Power System: Pure Sine Wave, 12.4 LVD

Specifications:

Output Based on Temperature:

Meets IP66 ............................................................................. Yes

Continuous Output Power ............................. see chart below 

Surge Power ................................................................... 3000 W

Output Voltage (Pure Sine) ......................... 103.5-126.5 VAC

     (Nominal: 115 VAC )

Operating Voltage ............................................... 12.4-16 VDC

Startup/Turn on Voltage .......................................... 13.2 VDC

Low Voltage Disconnect Shuto� Voltage .............. 12.4 VDC

Quiescent Current ........................................................<25 mA 

E�ciency ..........................................................................> 86%

Conduit diameter ................................................... .810 inches

Operating Temperature .................................. see chart below
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REMOVE ALL BURRS3.
BREAK SHARP CORNERS4.
WEIGHT: -5.
MATERIAL: 6.
MATERIAL FINISH: 7.
MATERIAL COLOR: 8.

TOLERANCES UNLESS OTHERWISE SPECIFIED:
IF ENGLISH AND METRIC SPECIFIED - ENGLISH [METRIC]

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE 

PROPERTY OF PURKEYS. ANY REPRODUCTION IN PART OR AS A WHOLE 
WITHOUT THE WRITTEN PERMISSION OF PURKEYS IS PROHIBITED.

    ENGLISH
.X         .030
.XX       .010
.XXX     .005

    METRIC
.X          .25
.XX        .13
.XXX     .013

LOWELL, ARKANSAS 72745

DRAFT

3RD ANGLE

Peer Review Checklist:
Decal(s) (Buy Sticker)•

Decal(s) included•
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Correct tolerancing•

Serial # (if needed)•
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Correct tolerancing•
Correct sticker type•

Work Order Barcode•
Appropriate location•
Correct tolerancing•
Correct sticker type•

Overall dimensions•
Critical dimensions•
Wire lengths•
Appropriate tolerances on each sheet•

Correct units are selected•
Tolerances are appropriate•

Weight•
Weight includes everything in drawing•
Units are shown•

Important features•
Complete title block (Based on PDM data card)•

Description is accurate•
Part number is correct•
Project name is correct•
Drawing number is correct•
Revision is correct•
Drawn By shows correct name and date•

Appropriate notes are included•
First page shows entire part•
BOM page(s) are complete and reflect •
manufacturing process
Last page shows complete revision history•
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Q.A. Approval Checklist:
Overall dimensions•
Wire lengths•
Complete title block•

Description is accurate•
Part number is correct•
Project name is correct•
Drawing number is correct•
Revision is correct•
Drawn By, Reviewed By, and Eng. Appr show •
correct names and dates
Tolerance units is selected on each sheet•

First page shows entire part•
BOM complete•
Last page shows complete revision history•
Watermark has been removed•

Engineering Approval Checklist:
Correct Decal(s) and Label(s)•

Correct graphic•
All labels needed are shown•

Serial # (if needed)•
Appropriate location•
Correct tolerancing•
Correct sticker type•

Work Order Barcode•
Appropriate location•
Correct tolerancing•
Correct sticker type•

Overall dimensions•
Critical dimensions•
Wire lengths•
Weight•

Weight includes everything in drawing•
Units are shown•

Important engineering/manufacturing/customer •
features
Appropriate notes are included•
First page shows entire part•
Last page shows complete revision history•
Reviewed By shows correct name and date•
BOM pages reflect correct manufacturing steps•

NOTES:

### Be sure to press F7 to complete a spell check before you submit for Peer Review. ###

Dimensions:

Call-outs: TAPS-300 Power System, 1500 W with Dual Pole 12.4 LVD 
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Call-outs: TAPS-301 Power System, 1500 W w/o Dual Pole 12.4 LVD, Straight Truck Application

Connect to the existing dual 

pole nosebox mounted on 

the front of the trailer

Call-outs: TAPS-304 Power System, 1500 W w/o Dual Pole 12.4 LVD, Existing Connection
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Part Numbers:

Part # Description Shipping size Shipping weight
TAPS-300 TAPS for Dual Pole Applications 28 X 20 X 13 75 Lbs

TAPS-301 TAPS for Straight Truck Applications 28 X 20 X 13 75 Lbs

TAPS-304 TAPS without Dual Pole 28 X 20 X 13 75 Lbs

Nylon Outlet Box & Dimensions:

Nylon outlet box. Part number 100-5.

	 1:2 OUTLET BOX, NYLON

NOTES: UNLESS OTHERWISE SPECIFIED BY PURKEYS ENGINEERING

1. ALL INJECTED PARTS SHALL MEET A ± 0.03" SURFACE TOLERANCE 

PER MODEL DEFINITION 

3. DIMENSIONS IN BRACKETS ARE MILLIMETER AND ARE FOR 

REFERANCE ONLY
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Recessed Nylon Outlet Box & Dimensions:

Nylon outlet box, recessed. Part number 100-83

	
OUTLET BOX RECESSED, NYLON1:3

NOTES: UNLESS OTHERWISE SPECIFIED BY PURKEYS ENGINEERING

1. ALL INJECTED PARTS SHALL MEET A ± 0.03" SURFACE TOLERANCE 

PER MODEL DEFINITION 

3. DIMENSIONS IN BRACKETS ARE MILLIMETER AND ARE FOR 

REFERANCE ONLY

2. MATERIAL:

 a. NYLON 6 WITH 43% GLASS REINFORCMENT BY WEIGHT
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Features: Benefits:

Patent Pending Dynabalance Technology ............................... Provide AC power while protecting truck batteries from                    
                                                                                                                   over discharge

Stainless Steel Housing .............................................................. Protect inverter from the elements

Flanged mounting ...................................................................... Easy and secure mounting inside or outside of trailer

LED Indication  .......................................................................... Indicates power or fault

Pure Sinewave AC power .......................................................... Powers any AC device, just like AC power in your shop

Extruded aluminum inverter housing ..................................... Durable and helps dissipate heat quickly

1500 Watts AC power ................................................................ Plenty of power when you need it

3000 Watts surge power ............................................................. Plenty of surge power when devices �rst power on

Pre-shut down warning buzzer ................................................. Alerts before shutting down due to low voltage

Heavy-Duty lug terminals ......................................................... Allow for easy/robust cable connections 

Temperature controlled fan cooling ......................................... Unit stays cool

Overload protection ................................................................... Inverter protects itself from overload or short circuit

Under-voltage protection .......................................................... Inverter protects itself from under voltage

Over-voltage protection ............................................................. Inverter protects itself from over voltage

AC Outlets w/Power Indication ............................................... Plenty of connections for most applications

LED Status:

LED STATUS

AC Power LED

Green Solid TAPS unit is functioning

Orange Solid TAPS unit is o�

Fault LED

Orange Solid Undervoltage

Orange Blink Overvoltage

Yellow Solid Over power

Yellow Blink Over temperature

Red Solid
System Fault: Contact Purkeys at 

1-800-219-1269 for assistance


