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Disclaimer:
•	 This product is to be installed by well-qualified, licensed, and insured 

commercial electricians. 
•	 Use proper lock-out tag-out procedures throughout installation.
•	 Ensure correct phase sequence.
•	 Ensure correct wire sizing for the length of run and for 30 A breaker to 

remain sufficient.
•	 Installation must comply with all applicable local, state, and national 

electrical codes.
•	 Installation assumes concrete/masonry building mounting. Alternate 

mounting materials must be selected for steel or wood buildings.
•	 Mission Critical Electronics and its subsidiaries assume no liability 

for injury or property damage resulting from failure to follow these 
instructions or from installation performed by unqualified personnel.

GENERAL INFORMATION
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INSTALLATION

Step 1: Find the desired mounting location for the Auto Safe.

NOTE: The Auto Safe should be mounted on the right of the bay/dock 
door it will be serving.

Step 2: The Auto Safe must be mounted 54” above ground level.

Auto Safe Mounting

Step 3: Have a helper hold the Auto Safe, level against the wall, then mark 
all four mounting hole locations.

Step 4: Remove Auto Safe and drill the four marked locations using a 1/4” 
masonry drill bit if installing to a concrete/brick building.

54”

Level

Step 5: Install the four included 
1/4” concrete anchors. 

Step 6: Mount the Auto Safe.
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Auto Safe Wiring
Step 1: Loosen all four #2 Phillips screws to open the hinged cover.

Step 2: Use appropriately sized cable for length of run and 30 A breaker 
sizing.

Step 3: Install wire through a liquid tight conduit fitting. The Auto Safe is 
pre-drilled to accept a 3/4”-nominal (~1-1/8”) conduit fitting.

Step 4: Crimp four of the included ferrules (sized appropriately 
to wire gauge) to the stripped wires and connect to contactor 
and ground bar.

Step 5: Close cover lid and re-secure with four #2 Phillips screws.

AC INPUT AC OUTPUT
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L2

L3 T3

T2

T1
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Cable Management Mounting

Step 1: Drill a 3/8” hole, 
approximately 4” deep in the 
concrete/brick building 96” 
above ground – slightly to the 
left-of-center of the Auto Safe 
below.

54”

96”

Step 2: Insert the included 
concrete anchor.

Step 3: Use the included stainless 
threaded coupler to tighten 
the anchor (2-3 full turns after 
hand-tight).

Step 4: Thread the stainless eyebolt 
into the coupler, then tighten 
the jam nut against the threaded 
coupler.

Step 5: Clip the spring to the 
included safety cable and newly 
installed eyebolt.
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Hanging the Cord:

Step 1: Clip the other end of the spring and safety cable to the Auto Safe 
power cord.

Step 2: Ensure the connector is 
approximately 6-8” above the 
ground.
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LIMITED COMMERCIAL WARRANTY POLICY

MCE Purkeys FE, LLC (hereafter “Purkeys”), warrants each product to be free of defects in material 
or workmanship under normal use and service. This warranty is for the benefit of Original Equipment 
Manufacturers, Dealers, Warehouse Distributors, Fleets, or other End Users (hereafter “Customers”) and 
covers products manufactured and/or branded by Purkeys and sold new to Customers either directly 
by Purkeys or by its authorized dealers, distributors, or agents. The length of the Warranty Period is 
36 months. Products from other manufacturers, that are branded by said manufacturer, will carry the 
manufacturer’s original stated warranty.

The warranty period commences on the in-service or install date and is not transferable. Failure to 
provide the in-service or install date on the warranty claim form will cause the warranty period to begin 
on the date the part was manufactured, or date of sale recorded on the original sales invoice, whichever 
is earlier.

A completed warranty claim form should accompany all parts submitted to Purkeys for consideration 
for repair or replacement under warranty. The submitted claim form should contain all of the 
information required. Lack of a properly or fully completed claim form will result in delay or denial of 
warranty claim. Claims must be submitted no later than 30 days after part is removed. An RMA# should 
be requested prior to returning any product for warranty consideration. Please contact the Purkeys’ 
Warranty Department to request an RMA# at warranty@purkeys.net and to provide your warranty 
claim information.

This warranty does not apply if, in sole judgment of Purkeys, the product has been damaged or 
subjected to accident, faulty repair, improper adjustment, improper installation or wiring, neglect, 
misuse, or alteration or if the product failure is caused by defects in peripheral vehicle components or 
components attached to the Product or failure of a part not manufactured by Purkeys.

This warranty shall not apply if any Purkeys product is used for a purpose for which it is not designed 
or is in any way altered without the specific prior written consent of Purkeys. ANY product alleged by a 
Customer to be defective must be inspected by Purkeys as a part of the warranty claims process in order 
to confirm that the part has failed as a result of a defect in material or workmanship. 	

Transportation for products and parts submitted to Purkeys for warranty consideration must be prepaid 
by Customer. Repaired or replaced products and or components will be returned to Customer pre-paid 
by Customer or “freight collect” to the address provided by Customer in the warranty claim form. No 
charge will be made for labor or material in effecting such repairs.

The Warranty provided by Purkeys hereunder is specifically limited to repair or replacement of the 
Product as Purkeys deems most appropriate in its sole discretion. No labor reimbursement will be 
provided. Purkeys neither assumes nor authorizes any other person to assume on its behalf any other 
warranty or liabilities in connection with Purkeys products. The Warranty does not apply to fuses or 
other “consumable” or maintenance items which are or may be a part of any Purkeys product.

THIS WARRANTY DOES NOT APPLY TO LOSS OF VEHICLE OR EQUIPMENT, LOSS OF 
TIME, INCONVENIENCE, OR OTHER INCIDENTAL OR CONSEQUENTIAL DAMAGES. 
PURKEYS SPECIFICALLY DISCLAIMS AND SHALL NOT BE LIABLE FOR INCIDENTAL OR 
CONSEQUENTIAL DAMAGES arising out of or from the use of Purkeys products by the Customer. 

THIS LIMITED WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, INCLUDING COMMON 
LAW WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE, MERCHANTABILITY, AND 
ANY OTHER EXPRESS OR IMPLIED WARRANTIES. ALL OTHER SUCH WARRANTIES ARE 
SPECIFICALLY DISCLAIMED.

This Limited Commercial Warranty Policy supersedes all previous Warranty Policies issued by Purkeys.
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